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PART No MATRIX

5=5 POLES G=SHIELDED
MMC Conn.

2 X FEMALE STRAIGHT
TO MALE D-SUB 90°

8=MICRO
    CHANGE

M= 9 WAY
      D SUB

PROFIBUS CABLE-PP2=PVC
                                PP4=PUR

LENGTH
020=2 METRES
050=5 METRES
200=20 METRES

COUPLING NUT
MATERIAL
BLANK=STANDARD
1=STAINLESS STEEL
5=DERLIN

MOLDING COLOR
BLANK=YELLOW
(STANDARD)
A=GREY
G=BLACK

�3
8�

PINS 1, 2, 4, 5, 7 & 9
ARE NOT CONNECTED 
ON D-SUB

PIN4

PIN 2

PIN 3
NOTE: UNIT IS SUPPLIED UN-TERMINATED
I.E: - SWITCH IN OFF POSITION

ELECTRICAL DATA:
VOLTAGE RATING: 250 VAC/VDC
AMPERAGE RATING: 4 AMPS

PROTECTION FOR M12
CONNECTOR : IP67

PROTECTION FOR D-SUB: IP40

OPERATING TEMPERATURE
M12 HEAD -20°C TO 80°C

OPERATING TEMPERATURE 
D-SUB 0°C TO 60°C

INSULATION RESISTANCE:  10⁸ Ω MIN.
MATING CYCLES:  MIN. 100

M12
(POS. A)

M12
(POS. B)

D-SUB
(POS. C)
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MICRO CHANGE 
FEMALE FACE VIEW

9 WAY D-SUB
MALE FACE VIEW

SCALE 1:2

MOLEX P/N WOODHEAD P/N L (mm)+Tol.
1200390211 BM5G32PP4M003 300+19
1200980043 BM5G32PP4M005 500+45
1200980192 BM5G32PP4M010 1000+56
1200980193 BM5G32PP4M050 5000+165

11 1 M2 X 12LG SCREW SS
10 1 DSUB 9P ATTCH V/H - -
9 2 LABEL VINYL BLACK/YELLOW
8 1 HEAT-SHRINK - -
7 1 M12 FEM STR SHLDSLV Cu ALLOY NICKEL
6 1 NUT M12 BRA FE KNU NI BRASS NICKEL
5 5 FEMALE CONTACT Cu ALLOY GOLD OVER Ni
4 1 INSERT M12 FE 5P SHLD PUR BLACK
3 1 GASKET FPM RED
2 - OVERMOLD PUR YELLOW
1 - CABLE, PROFIBUS PUR JACKET VIOLET
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