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NTC THERMISTOR RING TERMINAL PROBE
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DRWN: RAVIKM 2020/09/02
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APPR: RK 2020/09/03
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APPR: RK 2020/03/05
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ITEM PN DESCRIPTION QTY UOM

A NTC PROBE
(Refer Sheet 2) NTC Thermistor Ring Terminal 1 PC

BILL OF MATERIALS:

(⌀3.7) A
WIRE : PN 100023201 
1x26AWG DISC PTFE BK OD=0.95 UL 10344

NOTES:

1. RESISTANCE TO BE TESTED 100% AT 25°C 
2. RESISTANCE TOLERANCE @ 25°C : SEE CHART (SHEET 2).
3. B-VALUE(25/85°C) : SEE CHART (SHEET 2)
4. OPERATING TEMPERATURE RANGE : -40°C TO +105°C.
5. RING TERMINAL MOUNTING HOLE DIAMETER : 3.7MM
6. TERMINAL MUST BE NICKEL PLATED COPPER.
7. VOLTAGE BREAKDOWN STRENGTH : MIN 1500VAC FOR 3SEC BETWEEN 
    CONDUCTOR AND EYELET/RING LUG
8. RESPONCE TIME : APPROX 5 SECOND IN WATER
9.INSULATION RESISTANCE :MINIMUM OF 100MOHM @ 500VOLTS DC IN METALIC BALLS
10.LENGTH VARIATION BETWEEN TWO WIRES ARE NOT ALLOWED
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PART NO NTC PROBE PN RESISTANCE
 AT 25°C (KΩ)

RESISTANCE
TOLERANCE (±%)

B VALUE
(25/85°C)

B VALUE
TOLERANCE

(±%)

WIRE LENGTH
(L)MM

2146501633 369050096 10K 1 3500 1 75mm

2146502633 369050097 10K 2 3500 1 75mm

2146521633 369050098 10K 1 3800 1 75mm

2146522633 369050099 10K 2 3800 1 75mm

2146541633 369050100 10K 1 3964 1 75mm

2146542633 369050101 10K 2 3964 1 75mm

2146551633 369050102 10K 1 3982 1 75mm

2146552633 369050103 10K 2 3982 1 75mm

LASER MARKING DETAILS

R25 X
YR/WK

B VALUE CODE(X)
3500 MA
3800 MB
3964 MC
3982 MD
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NTC RING CABLE - 3964 M3.5, 75MM 10K, 2%
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2146542633 PSD 000 A
MATERIAL NUMBER CUSTOMER SHEET NUMBER

2146542633 OTS  1 OF 1

CURRENT REV DESC:

EC NO: 657688
DRWN: RAVIKM 2021/03/10
CHK'D: RBBHASKAR 2021/03/17
APPR: RBBHASKAR 2021/03/17
INITIAL REVISION:
DRWN: RAVIKM 2021/03/10
APPR: RBBHASKAR 2021/03/17
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WIRE : 26AWG DISC PTFE BLACK UL 10344
(⌀3.7)

NOTES:

1. RESISTANCE TOLERANCE @ 25°C : 10KΩ±2%.
3. B-VALUE(25/85°C) : 3964K±1%.
4. OPERATING TEMPERATURE RANGE : -40°C TO +105°C.
5. RING TERMINAL MOUNTING HOLE DIAMETER : 3.7MM.
6. TERMINAL IS NICKEL PLATED COPPER.
7. VOLTAGE BREAKDOWN STRENGTH : MIN 1500VAC FOR 3SEC BETWEEN 
    CONDUCTOR AND EYELET/RING LUG
8. RESPONCE TIME : APPROX 10 SECOND IN LIQUID MEDIUM
9.INSULATION RESISTANCE :MINIMUM OF 100MOHM @ 500VOLTS DC IN METALIC BALLS.

LASER MARKING DETAILS

R25 X
YR/WK

B VALUE CODE(X)
3964 MC

RESISTANCE VS TEMP CHARACTERISTICS:
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