3. Label text must be 2mm max. in height with Arial font.
4. Label must be wrapped in Flag type on a single cable.
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ITEM| PART# DESCRIPTION QTY | UOM FROM TO DESCRIPTION COLOR
A,B |9508100 KK 156 Crimp Housing 10 Ckt 2 | PC Al B10 1X18AWG MPPE BK UL11028 BLACK
C [8500105 KK 156 TERMINAL CRIMP 18-24 AWG TIN 20 | PC A2 B9 1XTBAWG MPPE BK UL 11028 BLACK
A3 B8 1X18AWG MPPE BK UL11028 BLACK
D PAPER PRINTED PAPER WHITE 1 PC A4 B7 1X18AWG MPPE BK UL11028 BLACK
A5 B6 1X18AWG MPPE BK UL11028 BLACK
A6 B5 1X18AWG MPPE BK UL11028 BLACK
A7 B4 1X18AWG MPPE BK UL11028 BLACK
A8 B3 1X18AWG MPPE BK UL11028 BLACK
A9 B2 1X18AWG MPPE BK UL11028 BLACK
A10 B1 1X18AWG MPPE BK UL11028 BLACK
A - L1 - B C
P
1 10 \ 1 10
D REFER DETAIL A
TABLE
PART NUMBER L1 L2 (REF) TITLE
2196641102 1504 50 KK 3.96 R-R 10ckt 150mm disc Sn
2196641103 3004 50 KK 3.96 R-R 10ckt 300mm disc Sn
2196641104 6006 50 KK 3.96 R-R 10ckt 600mm disc Sn
NOTES o . REVISION
1. Cable assembly must pass 100% continuity and polarity test. DATE  |REV DESCRIPTION CHANGER
2. Connector view shown is from mating side. 2021/12/27| A INITIAL RELEASE SAIKIG
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